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502418-1 
  

 Active 

Curing Ovens, Epoxy, Hand Polishing Products and Accessories 

 Always EU RoHS/ELV Compliant (Statement of Compliance) 

Product Highlights: 

●     Epoxy
●     Curing Oven Epoxy Cure Method
●     Epoxy Cure Time = 30 minutes @ 100°C
●     For Use With AMP SC, For Use With D4 Type (Singlemode), For Use With FC Type, For Use With FSD, For Use 

With FSMA, For Use With ST-Style
●     Epoxy Package Method = Tube
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Documentation & Additional Information 

Product Drawings: 

●     EPOXY ADHESIVE,OPTIMATE (PDF, English)

Catalog Pages/Data Sheets: 

●     AMP NETCONNECT PRODUCT CATALOG (PDF, English)

Product Specifications: 

●     None Available

Application Specifications: 

●     None Available

Instruction Sheets: 

●     None Available

CAD Files: 

●     None Available

List all Documents 

Additional Information: 

●     Product Line Information

Additional Product Images: 

●     Product Photo

Related Products: 

●     Tooling

Product Features (Please use the Product Drawing for all design activity)
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Product Type Features: 

●     Product Type = Epoxy 

●     For Use With = AMP SC, D4 Type (Singlemode), FC Type, FSD, FSMA, ST-

Style

Body Related Features: 

●     Epoxy Cure Method = Curing Oven 

●     Epoxy Cure Time = 30 minutes @ 100°C 

●     Epoxy Package Method = Tube 

●     Number of Connectors (Approximate) = 400 

●     Epoxy Brand Name = HYSOL 0151 

●     Pot Life = 30 Minutes 

●     Color Before Curing = Clear 

●     Color After Curing = Clear 

●     Package Weight = 93.56 Grams; 3.3 oz.

Industry Standards: 

●     RoHS/ELV Compliance = RoHS compliant, ELV compliant 

●     Lead Free Solder Processes = Not relevant for lead free process 

●     RoHS/ELV Compliance History = Always was RoHS compliant

Packaging Related Features: 

●     Packaging Quantity = 1

Other: 

●     Brand = AMP
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