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18 mm - Embeddable, eurofast ® Connection Bi 8U-EM18-AN6X-H1141 M1644738 Uprox+, Stainless steel 8

3-Wire DC NPN
Bi 8U-EM18WD-AN6X-H1141 M1634839 Uprox+, Washdown 8

Bi 8U-M18-AN6X-H1141 M1644737 Uprox+ 8

Bi 8U-MT18-AN6X-H1141 M1644739 Uprox+, Teflon 8

Bi 8U-EM18-AP6X-H1141 M1644734 Uprox+, Stainless steel 8

3-Wire DC PNP

Bi 8U-EM18WD-AP6X-H1141 M1634816 Uprox+, Washdown 8

Bi 8U-M18-AP6X-H1141 M1644731 Uprox+ 8

Bi 8U-MT18-AP6X-H1141 M1644730 Uprox+, Teflon 8

Bi 8U-MT18M-AP6X2-H1141* M1644740 Uprox+, Dual LED's 8

18 mm - Nonembeddable,
eurofast Connection

Ni15U-EM18-AN6X-H1141 M1635336 Uprox+, Stainless steel 15

3-Wire DC NPN
Ni15U-EM18WD-AN6X-H1141 M1634835 Uprox+, Washdown 15

Ni15U-M18-AN6X-H1141 M1635335 Uprox+ 15

Ni15U-MT18-AN6X-H1141 M1635337 Uprox+, Teflon 15

Ni15U-EM18-AP6X-H1141 M1635332 Uprox+, Stainless steel 15

3-Wire DC PNP

Ni15U-EM18WD-AP6X-H1141 M1634818 Uprox+, Washdown 15

Ni15U-M18-AP6X-H1141 M1635331 Uprox+ 15

Ni15U-MT18-AP6X-H1141 M1635333 Uprox+, Teflon 15

Ni15U-MT18M-AP6X2-H1141* M1635338 Uprox+, Dual LED's 15

18 mm - Embeddable, eurofast Connection Bi 8U-EM18E-AP6X-H1141 M1634865 Uprox+, Stainless steel 8

3-Wire DC PNP

Bi 8U-M18M-VP44X-H1141 M1634877 Uprox+ 8

4-Wire DC PNP

* MT18M = Barrel length 62 mm.
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Wiring Diagrams

10-30 VDC

1500 ≤200 -25 to +75 IP 68 SS LCP N/A YE RK 4T-* 1

1500 ≤200 0 to +85 IP 68, 69K SS LCP N/A YE RK 4T-* 1

1500 ≤200 -25 to +75 IP 68 CPB LCP N/A YE RK 4T-* 1

1500 ≤200 -25 to +75 IP 68 TC LCP N/A YE RK 4T-* 1

10-30 VDC

1500 ≤200 -25 to +75 IP 68 SS LCP N/A YE RK 4T-* 2

1500 ≤200 0 to +85 IP 68, 69K SS LCP N/A YE RK 4T-* 2

1500 ≤200 -25 to +75 IP 68 CPB LCP N/A YE RK 4T-* 2

1500 ≤200 -25 to +75 IP 68 TC LCP N/A YE RK 4T-* 2

1500 ≤200 -25 to +75 IP 68 TC LCP GN YE RK 4T-* 2

10-30 VDC

1000 ≤200 -25 to +75 IP 68 SS LCP N/A YE RK 4T-* 1

1000 ≤200 0 to +85 IP 68, 69K SS LCP N/A YE RK 4T-* 1

1000 ≤200 -25 to +75 IP 68 CPB LCP N/A YE RK 4T-* 1

1000 ≤200 -25 to +75 IP 68 TC LCP N/A YE RK 4T-* 1

10-30 VDC

1000 ≤200 -25 to +75 IP 68 SS LCP N/A YE RK 4T-* 2

1000 ≤200 0 to +85 IP 68, 69K SS LCP N/A YE RK 4T-* 2

1000 ≤200 -25 to +75 IP 68 CPB LCP N/A YE RK 4T-* 2

1000 ≤200 -25 to +75 IP 68 TC LCP N/A YE RK 4T-* 2

1000 ≤200 -25 to +75 IP 68 TC LCP GN YE RK 4T-* 2

10-30 VDC

1000 ≤200 -25 to +75 IP 68 SS LCP N/A YE RK 4T-* 2

10-55 VDC

1500 ≤200 -30 to +85 IP 68 CPB LCP N/A YE RK 4.4T-* 3

* Length in meters.
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