
C o p p e r  B e r y l l i u m  F i n g e r s t o c k

Adhesive Mount Series
AH      Adhesive Mount Black = inches     Red= mm    Comp = Compressed 
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The AH series gaskets are adhesive mounted general-purpose gaskets used in both compression 
and wiping applications. Sizes range from .11” (2.8mm) to .32” (8.1 mm) in height.  Applications 
include electronic enclosures, shielded cabinets, and MRI chamber doors.

XX - Select material/finish (see page 16)Directional Force

MOUNTING
OPTIONS
■ Tape

 11-32AH-XX-16  0.11  2.80  0.32  8.10  0.170  4.30  0.188  4.80  0.003     080.0 0.200    001. 5 0.390  9.910  0.04  1.016  16  406  86  0.145                   

 11-S-32AH-XX-16  0.11  2.80  0.32  8.10  0.170  4.30  0.188  4.80  0.002  0.050  0.200  5.100  0.390  9.910  0.04  1.016  16  406  86  0.145

 13-37AH-XX-16  0.13  3.30  0.37  9.40  0.225  5.70  0.250  6.40  0.003  0.080  0.210  5.300  0.510  12.950  0.05  1.143  16  610  64  0.145

 13-S-37AH-XX-16  0.13  3.30  0.37  9.40  0.225  5.70  0.250  6.40  0.002  0.050  0.210  5.300  0.510  12.950  0.05  1.143  16  406  64  0.145

 14-38AH-XX-16  0.14  3.56  0.38  9.65  0.343  8.71  0.375  9.53  0.004  0.102  0.200  5.080  0.525  13.34  0.05  1.270  16  406  43  0.200

 22-60AH-XX-16  0.22  5.60  0.60  15.24  0.344  8.74  0.375  9.50  0.005  0.130  0.280  7.100  0.730  18.540  0.06  1.397 16  406  43  0.200

 22-S-60AH-XX-16  0.22  5.60  0.60  15.24  0.344  8.74  0.375  9.50  0.003  0.080  0.280  7.100  0.730  18.540  0.06  1.397  16  406  43  0.200

 32-78AH-XX-16 0.32  8.10  0.78  19.80  0.344  8.74  0.375  9.50  0.004  0.102  0.450  11.400  0.980  24.890  0.12  3.048 16  406  43  0.375

 32-S-78AH-XX-16  0.32  8.10  0.78  19.80  0.344  8.74  0.375  9.50  0.003  0.080  0.450  11.400  0.980  24.890 0.12  3.048  16  406  43  0.375

 P/N A B Finger Pitch Mat. Thick C Comp Width  Comp Height  Length Fingers  Tape
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