
BU-45  Steel Pee-Wee - Clip 5 Amp
BU-45C  Solid Copper - 10 Amp 

●     For general purpose testing 
●     Jaw meshes tight, interlocking necks prevent offset 
●     Jaw opening: 5/16" (7.9mm) max. 
●     Federal Spec.: Type PC-1 W-C-440B (BU-45C) 

 

Enlarge 

download data sheet 

 

Enlarge 

download data sheet 

BU-47-*  Insulator for BU-45 and BU-45C 

●     Flexible vinyl covers clip for greater safety 
●     Available in black and red 

 

 

Enlarge 

download data sheet 

BU-48B2E Automotive Analyzer Clip - 10 Amp 

●     Two rear clinching ears 
●     Insulation and wire can be crimped at two points 

 

BU-55  Economy Clip - 10 Amp
BU-95  Economy Clip - 10 Amp without ears 

●     For electronic meter, ignition, & general testing 
●     Steel 
●     Screw connection 
●     Interlocking neck prevents jaw offset 
●     Jaw opens 7/16" (11.1mm) max 

 

Enlarge 

download data sheet 

BU-48B  Steel Automotive Analyzer/Test Systems Clip 
- 10 Amp
or, BU-48C  Solid Copper - 20 Amp 

●     Teeth mesh on three sides of jaw 
●     Crimp or screw connection 
●     Jaw opening: 1/2" (12.7mm) max 
●     Federal Spec.: Type PC-2 W-C-440B (BU-48C) 

Enlarge 

download data sheet 

 
BU-49-*  Insulator for BU-48B, BU-48B2E, 
BU-48C, BU-50C, BU-51C, BU-55 and BU-95 

●     Durable, flexible vinyl 
●     Available in black, red, yellow, green, blue 

and white 

Enlarge 

download data sheet 



 

Enlarge 

download data sheet 

BU-27  20 - Amp General Purpose Clip
BU-27C  40 - Amp General Purpose Clip 

●     Used in automotive apps for electronic ignition testers 
●     Crimp or screw connection 
●     Jaw opens 5/8" max 
●     Federal Spec.: Type PC-3 W-C-440B (BU-27C) 

 

Enlarge 

download data sheet 

BU-29-*  Insulator for BU-27, BU-27C, BU-27CG and BU-27CGW 

●     Rated for 1,000V operation 
●     Double Insulated 
●     Protects agains hazards of live test leads 
●     Available in black, red, yellow, green, blue and white 

BU-90-* Insulator BU-27, BU-27C, BU-27CG and BU-27CGW

●     Uniquely designed flexible vinyl insulator that accepts 
larger wires or cables than BU-29 

●     Available in black, red, yellow, green, blue and white 

 

Enlarge 

download data sheet 

Automotive Clip
BU-25 (Steel) - 40 Amps
BU-25C (Solid Copper) - 75 Amps 

●     Teeth mesh on all 3 sides 
●     Jaw opening: 3/4" (19mm) max 
●     Crimp or screw connection 
●     Federal Spec.: Type PC-4 W-C-440B (BU-25C) 

 

Enlarge 

download data sheet 

Enlarge 

download data sheet 

BU-26-*  Insulator for BU-24APN/APS, BU-25 and BU-25C 

●     Vinyl insulator 
●     Available in black, red, yellow, green, blue, white 

* represents color:   0=Black   2=Red   4=Yellow   5=Green   6=Blue   9=White 
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