
 

LEDs

CML IT is a world leader in the manufacturing of
LEDs and LED assemblies. CML offers a wide
variety of products utilizing LEDs as a light source.
Our line of discrete LEDs consists of both through
hole and SMT products in all of the standard
industry sizes including 3mm, 5mm, 0603, 0805,
1206, PLCC and any others. All CML-IT LEDs are
available off-the-shelf in a wide variety of colors
and intensities. Binning for through LEDs is one
competitive service of CML Innovative
Technologies, please contact us.

Part Number: 4300F5LC
Serial Number: 4300F
LED Type: THRU HOLE
Industry Size: T-1
Metric Size: 3.0 mm
Output Color: GREEN
Epoxy: GREEN DIFFUSED
Peak Wave length (mA): 565
Minimum MCD: 1.0
Typical MCD: 2.1
Forward Volt (Typical): 1.8
Forward Volt (Max): 2.2
Rate Current (mA): 2
Viewing Angle (°): 50
Operating Temperature: -0.2
Storage Temperature: -0.55
Power Dissipation: 24
Cont Forward Current Max: 7
RoHS Status: Yes

 



D E S C R I P T I O N A N D F E A T U R E S

4300FLC Series T-1 Solid State LED Lamps
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P AR T NUMB E R
Output C olor

P ackage C olor
T est C urrent (mA)
F orward V oltage T yp. (V )
F orward V oltage Max. (V )
Luminous Intens ity Min. (mcd)
Luminous Intens ity T yp. (mcd)

P eak Wavelength (nm)

S torage T emperature (°C )
P eak F orward C urrent Max. (1µs @ 10% duty cycle) (mA)

Diffus ion

V iewing Angle (degrees)
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R everse V oltage (IR =100µA) (V ) 5 55

Luminous Intens ity Max. (mcd)

P ower Diss ipation (mW)
Operating T emperature (°C )

Lead S older T ime @ 260°C 5 55

50 50 50

C AT HODE

S Q. NOM.

.018

NOM.

.100

.115±.010

NOM.

.050

MIN.

.950

.235±.015

NOM.

.040

.175±.010

.125±.010

All dimensions in inches .

Features:
T-1 Brite LEDs
• Requires only 2 mA.
• Ideal for limited-current power supplies.
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