
� Industry’s lowest cost and widest selection!
� Delivery from stock in bulk or tape/reel
� Excellent long-term stability, exceeds MIL-R-11
� Mini 1/4W, 1/2W, 1W models
� Standard tolerance: ±5% up to 10M (±2%, ±10% avail.)
� Flameproof coating available (Series CFF)
� Available on axial or vertical Tape & Reel
� Available with axial or vertical cut & formed leads
� High voltage and pulse version available (see Series CFZ)

CARBON FILM RESISTORS, 1/8 to 3 WATT

Widest range in the industry!
RCD Series CF resistors are designed for general purpose
applications.  Multilayer coating and color band markings are
resistant to industrial solvents and humidity.  New miniature sizes
enable significant space savings due to optimization of thermally
conductive materials.  CF22 is 1/4W in 1/8W size and is designed
for mounting spans as small as 0.200” [5mm].  CF50A is 1/2W in
1/4W size, CF100S is 1W in 1/2W size. Manufactured in Far East.
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FA004B  Specifications subject to change without notice

TYPICAL PERFORMANCE

SPECIFICATIONS

DIMENSIONS

Mini ¼W

Mini ½W

Mini 1W

* Lead length is for bulk packaged parts, taped parts may be shorter. Non-standard lengths and
cut & formed leads available)

Inch [mm]

RCD Components Inc., 520 E. Industrial Park Dr., Manchester, NH, USA 03109
Tel: (603) 669-0054  Fax:(603) 669-5455  E-mail: sales@rcdcomponents.com  www.rcdcomponents.com

RESISTORS �����CAPS & COILS �����DELAY LINES

20          40           60   70     80         100         120         140         160

DERATING: W and V to be derated per graph A when ambient
temp exceeds 70°C (40°C for CF100S & CF300 per graph B).
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AMBIENT TEMPERATURE (° C) 155
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*Max working voltage determined by E=    PR, E not to exceed value listed in column above.
** CF25 available up to 100 MegΩ in 10% tolerance.

TEMPERATURE COEFFICIENT (Typ.)
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CURRENT NOISE (Typ.)
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P/N DESIGNATION:

Tolerance: G= 2%, J= 5%(std up to 10M),
K=10% (std over 10M)

Packaging:  B=Bulk, T=Tape&Reel, A=Ammo Pack (Tape &
Box), TAV = Avisert T&R, TPN = Panasert T&R, C=cut reel

3-Digit Resis. Code: 2 signif. digits & multiplier
(1R0=1Ω, 101=100Ω, 102=1KΩ, 104=100KΩ, etc.)

       CF50S   -  102   -    J    T

RCD Type: CF (std) or CFF (flameproof)

DLH d

EPYT ]8.[230.±L ]5.[020.±D ]80.[300.±d *)NIM(H

21FC ]7.3[541. ]5.1[260. ]5.[020. ]52[0.1

22FC ]4.3[431. ]7.1[760. ]5.[020. ]52[0.1

52FC ]4.6[052. ]3.2[090. ]6.[420. ]52[0.1

S05FC ]0.9[453. ]2.3[521. ]36.[520. ]52[0.1

A05FC ]4.6[052. ]3.2[090. ]6.[420. ]52[0.1

S001FC ]0.9[453. ]7.3[841. ]7.[820. ]52[0.1

001FC 50.±074. 230.±081. ]8.[130. ]52[0.1

S002FC 80.±36. 50.±012. ]8.[130. ]72[60.1

003FC 80.±17. 50.±052. ]8.[130. ]23[52.1

.xaM .xaM ecnatsiseR egnaR
EPYT

egattaW
gnikroW
*egatloV

daolrevO
egatloV

)G(%2± )J(%5±

21FC W8/1 V002 V004 01 Ω K022- 1Ω M01-

22FC
52FC

W4/1 V052 V005 01 Ω M1- 1Ω **M01-

A05FC
S05FC

W2/1 V053 V007 01 Ω M1- 1Ω M01-

S001FC W1 V004 V008 01 Ω M1- 1Ω M01-

001FC W1 V005 V0001 01 Ω M1- 1Ω M01-

S002FC W2 V006 V0011 01 Ω M1- 1Ω M01-

003FC W3 V056 V0021 01 Ω M1- 1Ω M01-

sruoh0001efiLdaoL inim%2±,dts%1±

)raey1(C°52taefiLflehS %0.1±

redloSfotceffE %3.0±

:siseRerutsioM)dradnats(FC
FC (F :siseRerutsioM)foorpemalf

K001>%3±,K001<%2±
K001>%5±,K001<%3±

daolrevOemiT-trohS inim%1±,dts%5.0±

noitarbiVdnakcohS %2.0±

htgnertSlanimreT %2.0±

gnilcyCerutarepmeT %5.0±

ecnatsiseRnoitalusnI niMsmhogeM000,01

tneiciffeoCegatloV tloV/MPP01

htgnertScirtceleiD )22FC&21FCV003(V005


