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10 mm - Embeddable, Potted-In Cable Bi 2-Q10S-AN6X S1619310 • 2

3-Wire DC
NPN

Bi 2-Q10S-AP6X S1609360 • 2

3-Wire DC
PNP

Bi 2-Q10S-VN6X S1609341 Comp. Outputs • 2

4-Wire DC
NPN

Bi 2-Q10S-VP6X S1609340 Comp. Outputs • 2

4-Wire DC
PNP

Bi 2-Q10S-AZ31X S1309100 • 2

2-Wire
AC/DC

Bi 2-Q10S-Y0X S4012130 • 2

2-Wire
NAMUR

Bi 2-Q10S-Y1X S4012130 • 2

11 mm - Embeddable/Nonembeddable,
Potted-In Cable

Bi 2-Q11S-AD4X M4405040 • 2

2-Wire DC

Bi 2-Q11S-AN4X M4550101 • 2

3-Wire DC
NPN

Bi 2-Q11S-AP4X M4550100 • 2

3-Wire DC
PNP

Ni 4-Q11S-AP4X M4550110 4

Ni 4-Q11S-AZ31X M4348000 4

2-Wire
AC/DC
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Wiring Diagrams

10-30 VDC

2000 ≤150 -25 to +70 IP 67 PA 12 PA 12 N/A YE 2M/PVC 1

10-30 VDC

2000 ≤150 -25 to +70 IP 67 PA 12 PA 12 N/A YE 2M/PVC 2

10-30 VDC

2000 ≤150 -25 to +70 IP 67 PA 12 PA 12 N/A YE 2M/PVC 3

10-30 VDC

2000 ≤150 -25 to +70 IP 67 PA 12 PA 12 N/A YE 2M/PVC 4

20-250 VAC
10-300 VDC

20 ≤100 -25 to +70 IP 67 PA 12 PA 12 N/A RD 2M/PVC 5

5-30 VDC

1000 Remote -25 to +70 IP 67 PA 12 PA 12 N/A YE 2M/PVC 6

1000 Remote -25 to +70 IP 67 PA 12 PA 12 N/A YE 2M/PVC 6

10-65 VDC

2000 ≤100 -25 to +70 IP 67 PBT PBT N/A YE 2M/PVC 7

10-65 VDC

2000 ≤200 -25 to +70 IP 67 PBT PBT N/A YE 2M/PVC 1

10-65 VDC

2000 ≤200 -25 to +70 IP 67 PBT PBT N/A YE 2M/PVC 2

2000 ≤200 -25 to +70 IP 67 PBT PBT N/A YE 2M/PVC 2

20-250 VAC
10-300 VDC

20 ≤100 -25 to +70 IP 67 PBT PBT N/A YE 2M/PVC 5
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